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AFTERMARKET WOCD FOR MI 3500 / 3540 SERIES SINGLE-HUNG WINDOWS  
 

Thank you for purchasing this aftermarket Window Opening Control Device (WOCD) for installation on MI 
3500/3540 single-hung windows. This packet includes installation instructions, operating instructions and 
safety information.  Please read through each carefully before installing the WOCD. 
 
Building and fire codes should be consulted before installing a WOCD. Contact the local building code or fire 
department for specific codes. WOCD must be installed so the release mechanism is in conformance with 
applicable codes. 
 
When a WOCD is properly installed and engaged no space shall exist at the lowest opening portion of the 
window opening that would permit the passage of a rigid sphere measuring 4.0 inches in diameter. 
 
WOCDs are designed to protect against accidental falls by young children. They are not a substitute for careful 
supervision for all children, nor are they a security device against intruders. 
 
 



MI Windows and Doors                                                                                                                                     LB000599 Rev (1-2-20) 

 

INSTALLATION INSTRUCTIONS 
Aftermarket WOCD for MI 3500 / 3540 Series Single-Hung Windows 

 
 
Follow these installation and operating instructions 
carefully. Failure to do so may result in the window 
opening control device (WOCD) being ineffective in 
preventing falls through an open window. 
 
Step 1. Using a flat head screwdriver, remove the 
vertical glazing beads from the fixed panel. (Fig. 1) 
 


