
agreement.  Any agreement by MI to participate in testing is nonetheless subject to this Policy (revised July 15, 2020) which sets forth 
required minimum conditions to MI participation.   
 

specimen. Repair plans that include proposed repairs to non-tested product are determined after review of the full test report and 
inspection.   

� Limited Scope. Non-conformity attributable to installation, wall, flashing or perimeter sealant conditions is outside the scope of 
MI’s participation and must be addressed by other parties. 

 
INFORMATION TO MI. The following information shall be provided with the notice to MI Customer Care, or at least 5 days prior to 
testing if not reasonably available at the time notice is provided: 
� Name of the party specifying the testing and the party responsible for testing costs. 
� The AAMA 502 Short Form Specification shall be provided, if applicable. 
� Identification of the MI product series, each configuration of all specimen to be tested, and their date of installation; 
� Project details for the intended flashing and the intended installation method of the products. 
� Any reports of prior observations or evaluations of the products at the project. 
� Name of the AAMA LAP-3 accredited field-testing agency and any of its protocols. 
� Additional information may be requested by MI prior to testing.  MI reserves the right to determine if sufficient information has 

been provided for it to participate. 
  
WARRANTY. In addition to the requirements herein, the MI Product Warranty establishes limitations and requirements relating to field 
testing of products which may affect warranty remedies.  Testing pursuant to this Policy, or repair of any tested product by MI, does 
not affect the terms and conditions of the applicable MI Product Warranty or create any new warranty obligations or remedies.   
 
OTHER


